Innovative Service Around the Globe IAG Eo

DATA SHEET

LEADED POWER RESISTORS

BW - insulated wirewound (moulded)
0.75W-1.5W
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Series BW

I nsulated Wirewound Resistors, moulded

@|viTROHM

a YAGEO Company
YAGEO EUROPE GMBH
25337 EiImshorn/ Hamburg - Ramskamp 70

Specification

Type

Style

Power rating P,,

Resistance range

E-series

Tolerance

Temperature coefficient
max. cont. working voltage

Insulation voltage (1Imin.)

Insul ation resistance
Derating linear
Climatic category
Temperature range

Thermal resistance

Failurerate (Total, J , max., 60% conf. lev.)
Endurance (P,,, 70°C, 1000h)

Damp heat, steady state (40°C, 93%r. h., 56d)

Climatic sequence

BW234-0 BW235-0
0411 0614
W 0,75 (P, = 1,0) 15(P,=20)
W OR1..1K2 OR1..2K4
E24,E12
% +5+10
10%* K? seetable page 2
VRMS
JPo-R
Vs 700 1000
w > 10'M
°C 70 ... 175 (OW)
B55/175/56
°C -55..175
Kw-1 140 80
10°* ht appr. 100, depends on value
é%lﬁ % +50average
R
gy % +20
R
SEH % +20
R
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Series BW

I nsulated Wirewound Resistors, moulded
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a YAGEO Company
YAGEO EUROPE GMBH
25337 EiImshorn/ Hamburg - Ramskamp 70

Type

Resistance to soldering heat (260°C, 10s)

Solderability

Terminal strength

Terminal tensile strength

Marking

temperature coefficient

BW234-0 ‘ BW235-0
é% ~ % +0,2typ.
R
s 2,5 FHowtime, solderglobuletest IEC 60068-2-20-T
ETH % +1
N 40
DIN-IEC-colour code, 4 bands
Type resistance TC
Vaue *10°K?
BW234-0 R10..R15 + 600
R16... R62 + 300
R68 ... 1K2 +150
BW235-0 R10... R16 + 1000
R18... R68 + 800
R75...2K4 +400
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Series BW

I nsulated Wirewound Resistors, moulded
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a YAGEO Company
YAGEO EUROPE GMBH
25337 EiImshorn/ Hamburg - Ramskamp 70

Dimensionsin mm:

Packaging:

Ordering example:
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3mm, in diesem Bereith eingeschrankte Lotbarket
3mm, reduced solderability in this area
Type L=+0,2 @D 0,2 ad 0,02 Tape step
BW234-0 99 36 03 5
BW235-0 14,3 57 10 10
Type Packaging Pieces Pack.-Code
BW234-0 taped/Ammopack 1000 T
BW235-0 taped/Ammopack 1000 T
BW 234-0 5 T 1K
Type Tolerance  Pack.-Code Vaue
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